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ONX-F03-01 1* Tail Wheel Installation

ONX-F03-02 1* Tail Skid Installation

A Added new Detail -09, 3/4" OD x 0.058" Wall 4130 Tubing
to use as a spacer between tail spring or tail skid and
F22-07R and -07L. 3.2.12

Hole through Rod

-08    SNX-L03-03 Tail Spring Rod
    5/8" Diameter 6AL-4V Anealed Titianium Bar

         

Airframe Kit
Component

Ø 1/4"
[Ø 6.4mm]

-06    Onex Tail Wheel Push Rod

Airframe Kit
Component

-05    SNX-L03-05 Tail Wheel Caster

Airframe Kit
Component

-04    SNX-L03-03 Tail Pivot Fitting

Airframe Kit
Component

Ø 3/16"
[Ø 4.8mm]

Hole through Pivot

AN6-22A Bolt,  1 Required on -01
AN365-624 Nut,  1 Required on -01

-01     Tail Wheel Installation

           Note: Required for Standard Gear Version Only

AN4-12A Bolt,  1 Required on -01
AN365-428 Nut,  1 Required on -01

9/32" [7.1mm] Minimum

-06 Push Rod,  1 Required on -01
With Rudder and Tail Wheel held in
position, locate 3/16" [4.76mm] 
Diameter Hole on one end
through pilot hole in Caster Arm and
Tail Wheel Push Rod. Locate other
3/16" [4.76mm] Diameter Hole 
on centerline of Push Rod through
hole in Rudder Horn with dimensions
above.

AN23-10 Clevis Bolt,  1 Required on -01
AN960-10L Washer,  1 Required on -01
AN960-10 Washer,  1 Required on -01
AN310-3 Castle Nut,  1 Required on -01
MS24665-132 Cotter Pin,  1 Required on -01
Install thin washer (AN960-10L) between Push
Rod and horn on Caster
Install regular washer (AN960-10) between horn
on Caster and Castle Nut Tighten nut only
enough to remove slop but still allow -05
Caster to pivot 
Greese Clevis Bolt before installing

AN23-11 Clevis Bolt,  1 Required on -01
AN960-10L Washer,  2 Required on -01
AN310-3 Castle Nut,  1 Required on -01
MS24665-132 Cotter Pin,  1 Required on -01
Install one washer (AN960-10L) between Rudder
horn and Push Rod and other washer between
Push Rod and Castle Nut      Tighten nut only
enough to remove slop but still allow Push Rod to pivot 
Greese Clevis Pin before installing

1 3/4"
[44.4mm]

ONX-F22-07R/L
Tailspring Mount Angles

ONX-F06-01 Fuselage Tail Cone Box
1 Required on -01
 

-08 Tail Spring Rod, 1 Req'd on -01

-01     Tail Wheel Installation
           Note: Required for Tail Dragger Version Only

-04 Tail Wheel Pivot Fitting 1 Req'd on -01

-05 Tail Wheel Caster 1 Req'd on -01

4" Diameter x 1 1/2" Wide x 3/8" Bore Tail Wheel
1 Required on -01

AN4-14A Bolt,  1 Required on -01
AN365-428 Nut,  1 Required on -01
AN960-416 Washer,  1 Required on -01
Note: 5/8" Hole and snap plug may be 
added to one fuselage side to allow bolt to be 
installed. 

AN6-17 Bolt,  1 Required on -01
AN310-6 Castle Nut, 1 Required on -01
MS24665-283 Cotter Pin,  1 Required on -01
Greese -04 Pivot, -05 Caster and Bolt before assembling
Tighten nut only enough to remove slop but still allow SNX-L03-05 Caster to pivot Drill through Tail Wheel Pivot

and Tail Spring Rod for AN4 Bolt

Installation Proceedure for -01 Tail Wheel Installation:

1.)  Drill Vertical Tail Post at 24.3 degrees through pilot holes in Tail Post and aligned with
      Tailspring mount angle holes up to  5/8" Diameter. (Note: this was drilled with a hand
      drill on the prototype aircraft. The tighter the fit between the tailspring/tailskid 
      and Tail Post, the better)
2.)  Install -08 Tail Spring Rod in Fuselage Mount and secure with 1/4" Bolt & Nut
3.)  Locate SNX-L03-04 Tail Wheel Pivot Fitting on -04 Tail Spring
      Rod and drill 1/4" [6.4mm] hole through -04 Tail Spring Rod
       Note: Make sure pivot axes is vertical so that Tail Wheel will
                 be square to ground
4.)  Secure -04 Tail Wheel Pivot Fitting onto -04 Tail Spring Rod with 1/4" Bolt and Nut
5.)  Assemble -05 Caster onto -04 Tail Wheel Pivot Fitting
6.)  Insert Tailwheel and mark and dril axle hole in -05 caster. Make sure tail wheel is square on ground. 
      Install Axle bolt and nut.
7.)  With Rudder and Tail Wheel held in neutral position, locate and drill -06 Push Rod 
      for clevis bolt holes
8.)  Assemble -06 Push Rod onto Aircraft with Clevis Bolts, Washers, Castle Nuts and Cotter Pins 

24.3°

Neutral
Position

  

-09 Spacer,  1 Required on -02

ONX-F06-01 Fuselage Tail Cone Box
1 Required on -01
 

AN4-14A Bolt,  1 Required on -01
AN365-428 Nut,  1 Required on -01
AN960-416 Washer,  1 Required on -01

-02     Tail Skid Installation

           Note: Required for Tri-Gear Version Only

-07 Tail Skid,  1 Required on -02

-07    Tail Skid,  Make from SNX-L03-07 Tail Skid

Airframe Kit
Component

Ø 1/4"
[Ø 6.3mm]
Hole through Skid57/64"

[22.7mm]

5/16"
[7.9mm]

1 1/2"
[38.1mm]

3/8"
[9.5mm]

13/16"
[20.8mm]

5/16"
[7.9mm]

2"
[50.8mm]

-09    Spacer
          3/4" OD x 0.058" Wall 4130 Tubing.
          Paint with Zinc-Chromate Primer 
          before installing
         

1 1/2"
[38.1mm]

3/4"
[19.1mm]

-09 Spacer,  1 Required on -02


