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XNS-T01-01 1 Rudder Assembly

Note
The xenos drawings and kit components designate
protruding head rivets for exterior skin fasteners,
the individual builder may flush rivet the exterior
skins by substitute CCC-4() flush rivets for the
CCP-4() protruding head rivets. The revised  assembly
sequence, skin dimpling, longeron countersinking and
rivet quantities are up to the builder to determine.

A Producibility Change                                                                       05/01/05
      Revised XNS-T10-06 Rudder Top Cap to Fiberglass
      Eliminated -07 Rudder Former
      Eliminated SNX-T07-02 Control Surface Rib

View Looking Up at
Bottom of Rudder
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Cherry CCP-42 Blind Rivets
10 Required on -01
Locate per pilot holes in
  Rudder Hinge

XNS-T10-06 Rudder Top Cap
1 Required on -01 Rudder

XNS-T10-01 Rudder Skin
1 Required on -01 Rudder

XNS-T10-02 Rudder Drive Horn Assembly
1 Required on -01 Rudder

Locate Aft Rib on Drive Horn Assembly
flush with edge of Rudder Skin

XNS-T10-05 Rudder Hinge
1 Required on -01 Rudder

Locate the bottom edge of the Hinge flush
with the lower edge of the Rudder Skin
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-01      Rudder Assembly
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Section A-A
Upper Rib Installation

Cherry CCP-42 Blind Rivets
25 Required on -01 Rudder Assembly

13
/32

"  
[10

.2m
m]

3/8"  [9.5mm]

1/2"  [12.7mm]

Section B-B
Detail of Rudder Hinge Location
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Section C-C

Cherry CCP-42 Blind Rivets
8 Required on -01

2 S
pa

ce
s @

 23
/32

" [
18

.3m
m]

Ce
nte

r t
o C

en
te

r S
pa

cin
g

37
/6

4"
 [1

4.
8m

m
]

2 Spaces @ 9/16" [14.3mm]
Center to Center Spacing
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Locate Rivet per pilot hole in Hinge

0.057" [1.45 mm] Reference
29/64"  [11.6mm]

8 Spaces @ 1 1/32" [26.2mm] Center to Center

 8 Spaces @ 1 1/32" [26.2mm] Center to Center 

1 3/16"  [30.2mm]

1 3/8"  [34.9mm]

Section D-D
Cherry CCP-42 Blind Rivets
18 Required on -01


