ONX-L02-06 Steering Cable Attachment-to-Cable Adjustors
2 Req'd on -01 (1 EA Side)- Tri-Gear only.
AN3-6 Bolt, 2 Req'd on -01 (1 EA Side)
AN310-3 Castle Nut, 2 Req'd on -01 (1 EA Side)
MS24665-132 Cotter Pin, 2 Req'd on -01 (1 EA Side)

ONX-C01-03 Rudder Return Spring
2 Req'd on -01 (1 EA Side)- Tail Dragger only.
Cut to length to provide tension for rudder cable system.
Attach forward end between upper aide mount angle and upper attach nut.
Attach aft end to hole in the ONX-C03-24 Cable Adjustors.

AN3-14 Bolt, 2 Req'd on -01 (1 EA Side)
AN960-10 Washer, 4 Req'd on -01 (2 EA Side)
AN310-3 Castle Nut 2 Req'd on -01 (1 EA Side)
MS24665-134 Cotter Pin, 2 Req'd on -01 (1 EA Side)

ONX-C03-24 Cable Adjustors, 2 Req'd on -01 (1 EA Side)
AN3-6 Bolt, 2 Req'd on -01 (1 EA Side)
AN310-3 Castle Nut, 2 Req'd on -01 (1 EA Side)
MS24665-132 Cotter Pin, 2 Req'd on -01 (1 EA Side)

ONX-C01-03-01, 2 Req'd on -01 (1 EA Side)
ONX-C03-18, 2 Req'd on -01 (1 EA Side)
ONX-C03-20, 1 Req'd on -01 (Center)

ONX-C01 Rev E View H-H- Showing Tri-Gear Steering Cable Attachment at Rudder Pedal