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3/4"  [19.1mm]

7/8" Diameter x 0.120" Wall x 24" long
6061-T6 Aluminum Tube,
1 Required each for Rudder Pedal

24"  [609.6mm]

AN3-16A Bolt,  1 Required each section
AN960-10 Washer,  1 Required each section
AN365-1032 Nut,  1 Required each section

MS24694-S72 Bolt,  1 Required each section
AN960-10 Washer,  1 Required each section
AN365-1032 Nut,  1 Required each section

Countersink Strap for Flush Bolt on same
side as bushings

Straps,  2 Required each section
Note: Top of Straps even with top of Rudder
         Pedal Main Tube

Section C-C
Typical 4 places per Rudder Pedal Assembly

Spacers,  2 Required each section
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Pilot drill through Pedal
Assembly to locate Straps
and Spacers, Step drill holes
to size to provide a tight
fit for the #10 Blots, Typical
8 places on each Assembly

Center Strap and
Spacer on square tube
of Assembly,  Typical 8
places on each Assembly

Qt.        Material Required
  2   -    7/8" Diameter x 0.120" Wall x 24" long 6061-T6 Aluminum Tube
  6'   -    3/4" x 3/16" 6061-T6 Aluminum Bar
  8   -    MS24694-S72 Machine Screws
  8   -    AN3-16A Bolts
16   -    AN960-10 Washers
16   -    AN365-1032 Nuts
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Detail of Strap
Make from 3/4" x 3/16" 6061-T6
Aluminum Bar
16 Total Required

3/8"  [9.5mm]

Radius corners for
appearance


